DVDL ghts

Industrial & Commercial LED Lighting Company

4403 Greenbriar Dr, Stafford, Texas 77477
Tel No.1-800-8385070
Monday - Friday 8:30 AM to 5:30 PM

192 SERIES MINI LED FLOOD LIGHTS

Product Features:

e UL cUL certificate

¢ Philips Lumileds Chip, High CRI
¢ China brand

e |P65 driver

e Input voltage 100-277Vac

e No UVorlIRinthe beam

e Easy toinstall and operate

e Energy saving, Long lifespan

e Instant start, NO flickering

e NO humming

e Green and eco-friendly without mercury.

Suitable Applications:

e Factory floor

e Libraries

e Square, park
Supermarkets

Railway stations
Advertising lighting, etc.
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Technical Characteristic

15W
Color temperature 4000 - 5700K
CRI >70
Lumen 1650 - 1950 LM
Input Power 15W
Viewing Angle TH7V (>130° )
Input Voltage 100-277Vac 50/60Hz
Driver model China brand driver
PF >0.9
Waterproof Rating WET (IP65)

30W
Color temperature 4000 - 5700K
CRI >70
Lumen 3400-300LM
Input Power 30w
Viewing Angle 7TH7V (>130° )
Input Voltage 100-277Vac 50/60Hz
Driver model China brand driver
PF >0.9
Waterproof Rating WET (IP65)

50W
Color temperature 4000 - 5700K
CRI >70
Lumen 6000-6800 LM
Input Power 50W
Viewing Angle TH7V (>130° )
Input Voltage 100-277Vac 50/60Hz
Driver model China brand driver
PF >0.9
Waterproof Rating WET (IP65)

veers [

15w
LED Brand PHILIPS LUMILEDS
LED Type LUXEON 3030 2D
LED QTY 22PCS
Housing Aluminum +PC+Steel
Housing color Black. Brown
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30W
LED Brand PHILIPS LUMILEDS
LED Type LUXEON 3030 2D
LED QTY 36PCS
Housing Aluminum +PC+Steel
Housing color Black. Brown

50W
LED Brand PHILIPS LUMILEDS
LED Type LUXEON 3030 2D
LED QTY 56PCS
Housing Aluminum +PC+Steel
Housing color Black. Brown

Other Technical Specifications:

15W

Operating Temperature

-20°C TO 45°C

Operating Humidity

20%-90% RH

Storage Temperature

-30°C TO 80°C

Storage Humidity 10%-95%

Application Qutdoor / Indoor

Safety Certification ULy el

Warranty Time 5 Years
30W

Operating Temperature

-20°C TO 45°C

Operating Humidity

20%-90% RH

Storage Temperature

-30°C TO 80°C

Storage Humidity 10%-95%

Application Outdoor / Indoor

Safety Certification UL

Warranty Time 5 Years
50W

Operating Temperature

-20°C TO 45°C

Operating Humidity

20%6-90% RH

Storage Temperature

-30°C TO 80°C

Storage Humidity 10%6-95%
Application Outdoor / Indoor
Safety Certification UL
Warranty Time 5 Years
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Light Distribution Testing Parameters:

15W
DATA OF LAMP PHOTOMETRIC DATA Eff: 120.19 1lm/W
MODEL Imax (cd) 644.3 S/MH(C0/180) 1.29
NOMINAL POWER (W) | 15 LOR (%) 100.0 S/MH(C90/270) 127
RATED VOLTAGE (V) | 120 TOTAL FLUX(1lm) 1714.8 n UP,DN(C0-180) 0.0,50.0
NOMINAL FLUX(lm) | 1714.78 CIE CLASS DIRECT n UP,DN(C180-360) 0.0,50.0
LAMPS INSIDE 1 n up(%) 0.0 CIBSE SHR NOM 1.25
TEST VOLTAGE (V) 120 n down (%) 100.0 CIBSE SHR MAX 1.35
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30w
DATA OF LAMP PHOTOMETRIC DATA Eff: 120.47 1m/W
MODEL Imax (cd) 1314 S/MH(C0/180) 1.33
NOMINAL POWER (W) 30 LOR (%) 100.0 S/MH (C90/270) 1.31
RATED VOLTAGE (V) | 120 TOTAL FLUX(1lm) 3511.0 n UP,DN(C0-180) 0.0,50.2
NOMINAL FLUX(1lm) | 3510.97 CIE CLASS DIRECT n UP,DN(C180-360) 0.0,49.8
LAMPS INSIDE 1 n up (%) 0.0 CIBSE SHR NOM 1.25
TEST VOLTAGE (V) 120 n down (%) 100.0 CIBSE SHR MAX 1.35

Flux out:2765 lm
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50w

DATA OF LAMP PHOTOMETRIC DATA Eff: 119.56 1m/W
MODEL Imax (cd) 2356 S/MH (C0/180) 1.28
NOMINAL POWER (W) | 50 LOR (%) 100.0 S/MH (C90/270) 1.31
RATED VOLTAGE (V) | 120 TOTAL FLUX (1m) 6225.1 n UP,DN(C0-180) 0.0,45.7
NOMINAL FLUX(lm) | 6225.08 | CIE CLASS DIRECT n UP,DN(C180-360) 0.0,50.3
LAMPS INSIDE 1 n up (%) 0.0 CIBSE SHR NOM 1.25
TEST VOLTAGE (V) 120 n down (%) 100.0 CIBSE SHR MAX 1.35

Flux out:4807 1m

6m | 21.62,64.751x m 1668.44cm
R ——

8m 12.16,36.421x

10m 7.785,23.311x

12m 5.406,16.191x
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AVERAGE BEAM ANGLE (10%) :146.9 Eﬂ'?a 1 ) illumination when the luminaire is at different distance.
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Packaging Details

15W
Lamps Net Weight: 04.8kg / PC

Size Qty/ Carton Weight/ Carton
Inner box 185 x 155 x 62 mm 1 0.61KG
Outer box 385 x 325x 275 mm 16 10.48KG

30w
Lamps Net Weight: 1.14kg / PC

Size Qty/ Carton Weight/ Carton

Inner box 280 x 225x 72mm 1 1.43KG

Outer box 465 x 295%x 315 mm 8 12.22 KG
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50W

Lamps Net Weight: 1.64kg / PC

Size Qty/ Carton Weight/ Carton
Inner box 305 x 260x 77mm 1 2.0KG
Outer box 535 x 325x 255 mm 6 12.84 KG

Applications
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Ordering Guide

Example: 192C2-15W-192-TRUNNION
PRODUCT TYPE PRODUCT NAME CCT FIXED
C= 200K 192-TRUNNION

INPUT VOLTAGE WATTAGE FIXED BRACKET OPTIONS PHOTOCELL

MINI FLOOD
D=4000K 2=120-277V
LIGHT W=3500K 192-KNUCKLE

Trou bleshooting

Troubles Check points
Turn off the power and turn on again in 3 minutes. If same
Flickering of the light 3 gain in 3 min:
phenomena occur, then call agencies
Out of working Please check the connection

Safety Precaution

e Please turn off power before install or change assembly parts.
e Theinput voltage and lamps should be matched, after connecting the power line, Please make

sure the wiring section is insulated.
e No-professionals, must not install and disassemble the lamps.




